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FLED15T8/850/DUAL

15W LED T8 4FT 850 DUAL DLC4.2

Fusion T8 LED linear tubes provide the efficiancy od fluorescent technology in
recessed, surface mounted and specialuty fixtures. The 50000hr lifetime of these
lamps far outlast most fluroescent equivalents and provide savings on replacement
labor and maintenance costs

e Operates with and without instant & program start ballasts
e Line Voltage - 120/277VAC

* 5Year Waranty

* 50,000 Hr average lifetime
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UNIT CASE

PART NUMBER IMS CODE DESCRIPTION oTY oTY CASE DIMENSIONS CASE WEIGHT
FLED15T8/850/DUAL 0362-7240 15WLED T8 4FT 850 DUAL DLC4.2 1 25 49.6"x8.3"x8.7” 18.2
EQUIVALENT EFFICACY
PART NUMBER WATTS WATTAGE LUMENS (LM/W) ccr CRI DIMMABLE RATED LIFE WARRANTY
FLED15T8/850/DUAL 15 32 2200 147 5000K 82 No 50000 5
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FLED15T8/850/DUAL

15W LED T8 4FT 850 DUAL DLC4.2

LAMP LAMP OPERATING POWER

PART NUMBER LAMPWATTS | OpERATING VOLTAGE | OPERATING CURRENT (mA) | FREQUENCY = FACTOR DRIVER
FLED15T8/850/DUAL 15 120-27°7V 130 [120V] 50/60Hz 09 INTERNAL
LAMP = BULB MAX OVERALL | MAX OVERALL OPERATING | STORAGE | LED | BEAM
PARTNUMBER sTYLE | FINISH | BASE | LeneTH(MoL) | Dia.(Mop) | WE'CHT | remp, TEMP. = TYPE = ANGLE
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FLED15T8/850/DUAL T8 IF G13 48" 1”7 0.55 -4°Fto 113°F 185°F 16 210
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*Not all product variations may meet Design Light Consortium Qualifications. Please verify that the product is listed on the DLC products
lists at www.designlightconsortium.org/QPL
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