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FEATURES & BENEFITS:
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Long Life-50000Hr
• High CRI- >82
• Range of Color Temperatures- 4000k & 5000k
• Works with Program start ballasts
• Dimmable- Ballast dependant

• Contains Zero Mercury
• High Lumen Output- 3500lm

• 5 Year Warranty
• Ideally Suited For Applications With Frequent ON/OFF Switching Cycles

• Mall and retail Stores
• Hotels and Leisure
• Sports and Recreational Facilities
• Warehouse and Industrial Complexes
* Please contact us for a full list of approved ballast

PART NUMBER WATTS EQUIVALENT
WATTAGE LUMENS EFFICACY

(LM/W) CCT CRI DIMMABLE RATED 
LIFE WARRANTY

FLED25T5/840/DIRECTV2 25W 54W 3500 lm 140 4000K 82 Yes 50,000hrs 5 Years

FLED25T5/850/DIRECTV2 25W 54W 3500 lm 140 5000K 82 Yes 50,000hrs 5 Years

ORDERING INFORMATION:

PART NUMBER DESCRIPTION UNIT QTY CASE QTY CASE DIMENSIONS CASE WEIGHT

FLED25T5/840/DIRECTV2 25W LED T5 G13 4K DIRECT 1 25 47.5’’x7.1’’x7.5’’ 9.3lbs

FLED25T5/850/DIRECTV2 25W LED T5 G13 5K DIRECT 1 25 47.5’’x7.1’’x7.5’’ 9.3lbs

PART NUMBER:

25W T5 DIRECT REPLACEMENT LAMPS

FLED25T5/8**/DIRECTV2

OPERATING SPECIFICATIONS:

CATALOG #: DATE:

PROJECT #: TYPE:

PREPARED BY:

APPROVALS

C78.81ANSI
CODE

KELVIN (CCT):

4000K 840

5000K 850

• DLC Listed
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ELECTRICAL SPECIFICATIONS:

PHYSICAL SPECIFICATIONS :

* NOTE: res

* NOTE: res

PART NUMBER LAMP WATTS LAMP
OPERATING VOLTAGE

OPERATING
FREQUENCY POWER FACTOR DRIVER

FLED25T5/840/DIRECTV2 25 120-277,ballast dependent 50-60hz 0.9 INTERNAL

FLED25T5/850/DIRECTV2 25 120-277,ballast dependent 50-60hz 0.9 INTERNAL

PART NUMBER LAMP
STYLE

BULB
FINISH BASE MAX OVERALL

LENGTH (MOL)
MAX OVERALL

DIA. (MOD) WEIGHT OPERATING
TEMP.

STORAGE
TEMP.

BEAM
ANGLE

FLED25T5/840/DIRECTV2 LINEAR T5 IF G5 45.8” 0.63” 0.24
-20°(-4°) to
45°(113°)

-40°(-40°) to
85°(185°) 185°

FLED25T5/850/DIRECTV2 LINEAR T5 IF G5 45.8” 0.63” 0.24
-20°(-4°) to
45°(113°)

-40°(-40°) to
85°(185°) 185°
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