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Fusion FLED PAR16 lamps are designed to perform and provide accented and 
focused light. Fusion’s exceptional lens design is designed to provide excellent 
light output, long- life and energy savings.

PART NUMBER:

6.5W PAR16 LED DIM 840
FLED6.5PAR16FLD840

FEATURES & BENEFITS:

APPLICATIONS:

• High power LED for maximum efficiency
• Up-to 82% energy savings
• Dimmable to 5% for design flexibility
• 2700K
• E26 base
• ≥80 CRI for quality and consistent color rendering
• 3-year warranty

• Retail Stores – showcase lighting
• Commercial – spot lighting

ORDERING INFORMATION:

PART NUMBER IMS CODE DESCRIPTION CASE 
QTY CASE DIMENSIONS CASE 

WEIGHT

FLED6.5PAR16FLD840 0299-5770 6.5W PAR16 LED DIM 827 60 12.48 x 10.43 x 6.10 8.07

PART NUMBER LAMP
WATTS

EQUIVALENT 
WATTAGE

INITIAL
LUMENS EFFICACY CCT CRI Dimmable RATED LIFE

(HOURS) WARRANTY

FLED6.5PAR16FLD840 6.5W 50W 500lm 76.9lm/W 4000K >80 YES 15,000H 3-Years

OPERATING SPECIFICATIONS:

KELVIN (CCT):

4000K COOL
WHITE
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ELECTRICAL SPECIFICATIONS:

PART NUMBER LAMP WATTS LAMP
OPERATING VOLTAGE

OPERATING
FREQUENCY POWER FACTOR

FLED6.5PAR16FLD840 6.5W 120V 60Hz > 0.7

PHYSICAL SPECIFICATIONS:

LINE DRAWING:

PART NUMBER LAMP
STYLE BASE MAX OVERALL 

LENGTH (MOL)
MAX OVERALL 

DIA. (MOD) WEIGHT OPERATING 
TEMP.

STORAGE 
TEMP.

LED 
TYPE

BEAM 
ANGLE

FLED6.5PAR16FLD840 PAR16 E26 2.83 1.97 0.080 -20° - 45° F -40° - 85° F SMD 40°
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